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Cable Hoists
Lineman’s Strap Hoists
Ratchet lever Hoists
Hand Chain Hoists
Manual Trolleys

Beam Clamps

Brake Winches

Electric Hoists




Ho&) HOOK INTERNATIONAL, INC. m

Manufacturers of Lifting & Pulling Equipment

Lineman’s Strap Hoist

Capacity : 2000-4000 Ibs.

Safety Features

« Safety Handle Adapter designed to
fracture when overloaded.

360° swiveling hooks
with HD safety latches

* Superior 360 degree drop forged swiveling Pradiion diston
hooks are equipped with safety latches. aluminumalloy —

frame
* Meets ASME/ANSI Standards B-30.21
* Double interlocking precision die cast zinc Polyester strap Bl
alloy pawl system assures the engagement pipmtirlhe

: flanged drum
of one pawl at all times.

* Hot Stick-type Operated Safety latches
available on EHHS Models.

Reversible fiberglass
handle with safety
adapter

Easy release knob

Meets ASME / ANSI
standards B-30.21

Every Hook Strap Hoist is made in the U.S.A.
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M HOOK INTERNATIONAL, INC. ‘“’)\)

Manufacturers of Lifting & Pulling Equipment

Hook Lineman’s Strap Hoist
1000-4000 Ibs.
Hook Lineman’s Strap Hoists are designed for hot line work

by utilities and pole line contractors. These durable light
weight hoists are engineered for safe and easy operation.

Safety Features

* Reversible fiberglass handle provides increased operator safety when using
proper hot line handling techniques.
* Meets ANSI Standard B-30.21.
* Heavy duty 360 degree drop forged swiveling hooks are equipped with safety latches.

Quality and Durability
* Stainless steel springs and load bearing shafts resist corrosion.

* All rotating shafts are mounted on bronze bushings to reduce wear.

* Rugged cast aluminium alloy housings are both lightweight and dependable.

Easy to Operate

* Aluminum winding wheel for slack take up is standard on all models.
* Open construction allows for easy cleaning and inspection.

* Double interlocking pawl system assures precise load control.

* Designed for two-way, two-capacity rigging.

Special Options

* Hotstick operated safety latches available on EHHS models.

* Hotstick models include rings on handles, hooks and control levers; quick disconnect
ring for release of sheave block also included.

Single Line Double Line
Model Capacity Lift Capacity Lift Net Weight
Number Lbs. Ft Lbs. Ft. Lbs.
E153-10 1500 10 3000 5.0 8.0
*EH153-10 1500 10 3000 5.0 8.4
“EHHS153-10 | 1500 10 3000 5.0 8.5
E24-15 2000 12 4000 7.5 9.0
*EH24-15 2000 12 4000 £5 9.4
“*EHHS24-15 2000 12 4000 75 9.5
E2.5-6 5000 6.0 10

*Includes Hot Stick Rings on All Hooks and Quick Disconnect Shaft.
*Includes Hot Stick-Type gate latch Hooks and Hot Stick Rings on All Hooks and Quick Disconnect Shaft.

Every Hook Strap Hoist is made in the U.S.A.
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Manufacturers of Lifting & Pulling Equipment

Industrial Cable Hoist

M HOOK INTERNATIONAL, INC. 'V“N

Capacity : 1500-5000 Ibs.

Rugged cast aluminum enclosed housing protects o g !
the cable from harsh elements yet provides open Precision die cast aluminum
front for visual inspection and easy maintenance of 3"0): frame-anodized on . &
the hoist. These durable light weight hoists (12 Ibs.) o D

are engineered for safe and easy operation.

Safety Features Open construction for
* Reversible aluminum handle is designed to | visual inspection
bend for warning of hazardous overload.

* Superior 360 degree drop forged
swiveling hooks are equipped with safety Al cable stores
latches. on drum

* Meets ASME /ANSI Standards B-30.21

* Double interlocking precision die cast zinc | Reversible handle
alloy pawl system assures the engagement | bends on overloadto
of one pawl at all times. protect user and hoist s

* Pre-formed heavy duty, extra flexible,
aircraft cable. 7 x 19 highly
flexible aircraft cable

360° Swiveling
hook with
latches for
positive load
engagement

Model No. | ASingle | ADouble | B (4l # > E F M
HS5 | 191 = 1 |Baen] 1 | 1658 | 1834 [BReN]| 25 1/2-2Ton
H1-15 19-1/4 - 1 78 | 1 | 16-58 | 18-34 6 25% .
H]?jS 1914 | 26112 1 :7!& 1 | 1658 | 18-34 |6 252 Made in U-S.A.
| H153-13 19-3/4 26-112 1 pas] 1 | 2034 | 23 B 25°
HIS20 | 19-314 === 1 P8 | 1| 2034 | 223 6 | 25° . .
H15320 | 2034 | 2612 | 1116 | %8 | 1 | 2114 | 2334 | g | 23 Corrosion Resistant
| H153-30 | 20-34 28 1-116 (S8 1 | 21-1/4 | 23-3/4 |G| 23°
H24-20 21-1/4 28 1-116 |78 | 1 | 25-1/4 | 27-3/4 | 61k 23t
H24-20HD | 21-34 28-1/2 | 1-1/16 |8 1 | 25-1/4 | 27-34 |62 | 23°
H2.5-6 - 2012 |1-116 | W8 | 1 | 2514 | 27-3/4 | 61k 23%

*All dimensions are in inches except for “M"

Every Hook Cable Hoist is made in the U.S.A.
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M HOOK INTERNATIONAL, INC. N

Ratchet Lever Hoist
Industrial Grade 500-5000 Ibs.

Hook Cable Hoists are designed to be used in industrial, construction
and commercial applications. These durable, high quality hoists are
engineered for safe and easy operation.

Safety Features

* Reversible aluminum handle is designed to bend for warning of a hazardous
overload.

* Superior 360 degree drop forged swiveling hooks are equipped with safety
latches.

* Meets ASME/ANSI Standard B-30.21.

* Double interlocking pawl system assures one pawl is engaged at all times.

Quality and Durability

* Utilizes pre-formed heavy duty, extra flexible, aircraft cable.

* Stainless steel springs and load bearing shafts resist corrosion.

* All rotating shafts are mounted on bronze bushings to reduce wear.

* Rugged cast aluminium alloy housings are both lightweight and dependable.

* Hard coated anodized aluminum cable guide provides extra abrasive resistance.

Easy to Operate

* Aluminum winding wheel for slack cable take up is standard on all models.
* Open construction allows for easy cleaning and inspection.

* Double interlocking pawl system assures precise load adjustments.

* Designed for two-way, two-capacity rigging.

Special Options
* Stainless steel cable for marine and high corrosion environments.
* Clevis and gate type hooks.

Single Line Double Line

Model Capacity Lift Capacity Lift Cable Net

Number Lbs. Ft. Lbs. Et: Diam In. | Weight Lbs.
H1-15 1000 15 - - 3/16 745
H12-15 1000 15 2000 7.5 3/16 9.5
H153-13 1500 13 3000 6.5 3/16 10.0
H15-20 1500 20 - - 3/16 8.5
H153-20 1500 =20 3000 10.0 3/16 10.5
H153-30 1500 30 3000 15.0 3/16 12.0
H24-20 2000 20 4000 10.0 1/4 125
H24-12HD 2000 125 4000 6.5 9/32 12,5
H2.5-6 5000 6.0 9/32 125

Every Hook Cable Hoist is made in the U.S.A.
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M HOOK INTERNATIONAL, INC. MN

Manufacturers of Lifting & Pulling Equipment

Ratchet Lever Hoist

The ultimate in performance, endurance
and safety features. The extremely low
handle effort and 360° rotating handle
makes it easy to operate, and the one-
handed free chaining mechanism provides
for easy rigging. Ideal for construction and
commercial applications.

Capacities and lift
Rated loads of 1/4,3/4, |, 1-1/2,3 and 6 Tons
with 5, 10, |5 and 20 foot standard lifts.

Rugged, Lightweight and Compact
Impact resistant steel body construction with-
stands rigorous use.

Short stroke and low lever pull effort.

Easy free chaining
Single-hand “free chaining” system is simple,
reliable and convenient.

360° rotating handle
Only needs |5° handle movement to ratchet
and position loads. A big plus in tight spaces.

Positive load control
Brake system ensures positive brake
engagement.

High tensile alloy chain

Assembled in U.S.A. of ) )
U.S.A. and foreign components. America’s Hoist Company
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